


COOLCUBE 12

Cooling capacity 12,000 Btu/hr

Voltage requirement 115VAC

Recommended fuse 15A

Cooling watts 1.18kW

Power cord length 10 feet

NEMA plug configuration 5-15P

Refrigerant R-410A

Air flow - evaporator (high/low) 400/320 CFM

Air flow - condenser 490 CFM

Sound level 58 dB (ducted)

Condensate tank capacity 2 gallons

Operating range (50% RH) 65-95oF min-max

Dimensions (W x D x H) 17.25” x 24” x 20”

Net weight/shipping weight 133/155 lbs

Model CAC1211

Approvals UL, cUL

Warranty 1 year

Cooling Applications
›  Equipment

›  People

›  Processes
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Technical Specifications

Markets
›  IT environments

›  Industrial

›  Offices/schools

›  Health care

›  Mobile/rental

›  Events

Modularity
A wide variety of accessories and factory installed options are available for the 

CoolCube 12 allowing for improved performance and added versatility.

›  Move it - easy mobility for any application

›  Hang it - can easily be hung from the drop ceiling or discreetly placed on a shelf

›  Rack it - occupies only 13U of valuable rack space

›  Stack it - allows you to save valuable computer room floor space

US

www.maxpowercorp.com/cc12


